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SIGNAL TYPES:

BI-DIRECTIONAL:
RISE TIME: 

UNDER SHOOT:
OVER SHOOT:
DATA RATES:
LINE VOLTAGE:
SPURIOUS ATTENUATION:

µ
µ

ATTENUATION
Frequency
100 KHz
500 KHz
1 MHz

10 MHz
100MHz to 1GHz

Typical
1 dB
3 dB

40 dB
73 dB
72 dB

Minimum
 
 

15 dB min.
65 dB min.
65 dB min.

HIGH SPEED TTL, HC,
H, LS, S, AS, AND F

ALL LINES
1.5 µs MAX,
1.2 µs TYP.

12% MAX
5% MAX

DC TO 500 Kbps
24V RMS MAX

65 dB FROM
5 MHz TO 1 GHz

INTER-
CONNECT

CABLE BI-DIRECTIONAL
DATA

ENCLOSURE BULKHEAD

*CHASSIS GROUND

FILTER SIZE         EMICON P/N                   B
     9 PIN          FCTD-009-09-07       1.23” NOMINAL
   15 PIN          FCTD-015-15-07       1.56” NOMINAL
   25 PIN          FCTD-025-25-07       2.10” NOMINAL
   37 PIN          FCTD-037-37-07       2.74” NOMINAL

SOLDER CUP VERSIONS AVAILABLE
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R = EXTERNAL PULL-UP RESISTOR
       VALUES OF 1 K TO 22 K OHMS
       SUGGESTED (ALL LINES)

HIGH SPEED TTL FILTER
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