FCTD-009-09-22 RS-232 LOW PASS BAND INSERTION LOSS
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AMPLIFICATION: RS-232 FILTER FOR BATTERY
OR LONG CABLE RUNS
DATA LINES
DATA RATES: 48 Kbps FOR NON-SYNC,
24 Kbps FOR SYNCHRONOUS ™
RISE TIME: 10nms MAXIMUM
SOURCE IMPEDANCE: 300 TO 400 OHMS ] s
LOAD IMPEDANCE: 1 K OHMS OR GREATER S .
LINE VOLTAGE: 15 VOLTS RMS L = T gA;A LINES:
INSERTION LOSS: 0.2 dB IN BAND INTER- w T+ w
SIGNAL LINES CONNECT Ssll— = (T SONALLIRES:
RISE TIME: 16ns TYPICAL CABLE BT T 20 aens
INSERTION LOSS: 1.3 dB IN BAND = = GROUND
GROUND LINE = = LINE: 5
SERIES RESISTENCE: 3.5 OHMS MAXIMUM I v I
ATTENUATION
FTgL:(e:ZCy Da:i Ialges Slg?gl (Ij'g]es GI\:Ing Ialges ENCLOSURE BULKHEAD :
50 KHz <1dB 5dB 40dB
100 KHz 12dB 20dB >70dB
100MHz to1GHz 60 dB 55 dB >70dB
GROUND LINES MEASURED IN 50 OHM SYSTEM
DATA AND SIGNAL LINES MEASURED IN RS-232
IMPEDANCES
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