FCTD-025-25-01

MEDIUM SPEED RS-232 FILTER

REV| DATE

#4-40 Threaded Inserts 2PLS, Both ends
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. FILTER SIZE EMICON P/N B
8 9 PIN FCTD-009-09-01 1.23” NOMINAL
™ 15 PIN FCTD-015-15-01 1.56” NOMINAL
- 25 PIN FCTD-025-25-01 2.10” NOMINAL
37 PIN FCTD-037-37-01 2.74" NOMINAL
L SOLDER CUP VERSIONS AVAILABLE
| FEMALE |
OUTLINE DRAWING
SIGNALTYPES: MEDIUM SPEED RS-232 "
BI-DIRECTIONAL: ALL LINES
RISE TIME: 10 ms MAX, 5 ns TYPICAL WITH I
UP TO 1500 pF EXTERNAL ] T
CABLE CAPACITANCE PER LINE
UNDER SHOOT: 5% MAX —
OVER SHOOT: 10% MAX NTER ALL LINES
DATA RATES: DC TO 32Kbps : Y o w| BI-DIRECTIONAL
LINE VOLTAGE: 15V RMS MAX ne |2 g DATA
SPURIOUS ATTENUATION: 65 dB FROM * I I
1 MHz TO 1 GHz T Tx T
ATTENUATION
Frequency Typical Minimum .
10 KHz 1dB
100 KHz 55 dB ENCLOSURE BULKHEAD
1 MHz 70 dB 65 dB min.
10 MHz 76 dB 65 dB min. *CHASSIS GROUND
100MHz to 1GHz 72 dB 65 dB min.
PLEASE NOTE: SIGNAL GROUND VERSIONS AVAILABLE
SPECIFICATIONS FUNCTIONAL DIAGRAM
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