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MEDIUM SPEED RS-232 FILTER

#4-40 Threaded Inserts 2PLS, Both ends
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: FILTERSIZE  EMICON P/N B
g 9PIN  FCTD-009-0903  1.23” NOMINAL
® 15PN  FCTD0151503  1.56” NOMINAL
2 25PN FCTD-025:2503 210" NOMINAL
37PIN  FCTD037-37-03  2.74” NOMINAL
v SOLDER CUP VERSIONS AVAILABLE
| FEMALE |

OUTLINE DRAWING

SIGNALTYPES: RS-232
BI-DIRECTIONAL: ALL LINES -
RISE TIME: 1.5 nms MAX, 5 s TYPICAL WITH
UP TO 1500 pF EXTERNAL CABLE
CAPACITANCE PER LINE B
SOURCE IMPEDANCE: 300 TO 400 OHMS
LOAD IMPEDANCE: 1K OHMS OR GREATER —
DATA RATES: DC TO 32Kbps ALL LINES
SPURIOUS ATTENUATION: 55 dB FROM CIOI\II\ITI\EERéT §> _ NE BI-DIRECTIONAL
S AVW———MWA—>F | DATA
50 MHz TO 1GHz CABLE % =
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ATTENUATION -
Frequency Typical Minimum
100 KHz 3dB
1 MHz 32dB 20dB 3
10 MHz 50 dB 40 dB ENCLOSURE BULKHEAD
100 MHz 70dB 55dB
200MHz to 1GHz 62 dB 55 dB *CHASSIS GROUND
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