FCTD-025-25-73 SCSI FILTER
REV DATE

#4-40 Threaded Inserts 2PLS, Both ends
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OUTLINE DRAWING

MALE FEMALE
SOURCE IMPEDANCE: 10 TO 100 OHMS, 32 an 32 1
50 OHMS TYP. ) 0 ) 0
LOAD IMPEDANCE: 1 &K REQ 14/ <1 K | GND
1K OHMS OR GREATER 2| 2K | MSG 15| &1 | /D
4 K OHMS TYP. T T
LINE CODE 3 & I 170 16/ ST 9C | GND
A LINE 5 4| o T RST 17| A ANT
B: LINE 1 T T
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712 K |oND 20| ST DBP
8| & DBO 21| & DB1
MINIMUM ATTENUATION (dB) T T
Frequency A B C D E o é_-'?— <) GND 22 é_‘lf = bB2
2 MHz 30 10| &—n—1r DB3 23| DB4
20 MHz 5 | 5 | 8 |14 | 55 T T
50 MHz 10 | 14 | 25 | 30 | 60 11| &= I Sz i< oo
100 MHz 23 | 27 | 37 | 41 | 60 12| &—rn—r DB6 25| & +5V
200 MHz 36 | 40 | 45 | 45 | 60 T T
300MHzto 1GHz| 45 | 45 | 45 | 45 | 60 13| L | D87 B ]
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